Access control

Art. 8497 Proximity key reader unit
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Fig. 1

MOUNTING INSTRUCTIONS

1. Fix plate @ to the wall at about 160 cm from ground level, by using the 2 expansion type screws @ provided;

2. If not foreseen, make a canalisation on the wall at the same level of hole @ and reach the CPU fixed to the relative power supply
on the other side of the wall;

3. Thread cable (E) coming out from reader through hole (D)
4. Lean reader (L) to plate (A) and thread hooks (F) into the 4 holes (G);
5. Push down reader @ to fix it firmly;
6. By using the alan key provided @, screw down the screw ® to block the reader.
CONNECTION
The connection cable has 5 wires of different colour; every colour has a special connection signal |GREY -
according to the every CPU as shown in the table. WHITE 12V
YELLOW RK
Please see connection diagram, technical specifications and programming flow-chart provided with
BROWN LR
the CPU.
GREEN LG
CUSTOMER SUPPORT
V\l All Countries: UK Customers: c The product is CE marked demonstrating its conformity and is for distribu-
4 VIDEX ELECTRONICS S.PA. VIDEX SECURITY LTD tion within all member states of the EU with no restrictions. This product

follows the provisions of the European Directives 2004/108/ECC (EMC);
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2006/95/ECC(LVD) and 93/68/ECC (CE marking).
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