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INTRODUCTION 
This application note will advise you how to connect and configure an MTPX-EH series Wiegand proximity 
reader to a Paxton NET2 controller. The minimum PC requirements are as follows: Windows 7 OS (service 
pack 1) or later and should have the .NET 4 framework installed. 

HARDWARE REQUIREMENTS 
MTPX-EH Wiegand proximity reader. 
Paxton NET2 controller. 

SOFTWARE REQUIREMENTS 
Paxton NET2 PC software (it is assumed that this software is already installed and setup on the PC). 

MTPX-EH READER CONFIGURATION 
Before connecting the MTPX-EH reader to the Paxton NET2 controller ensure that it is setup in Wiegand 26 
bit. To set the MTPX-EH reader for Wiegand 26 bit ensure that dip-switches 3, 4 and 5 on the back of the 
reader are set to the OFF position, as shown below (by default this should already be setup as Wiegand 26 
bit). 
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CONNECTING THE MTPX-EH READER TO THE PAXTON NET2 CONTROLLER 
Connect the MTPX-EH reader to the Paxton NET2 controller as shown below. 

CONFIGURING THE READER SETTINGS IN THE NET2 SOFTWARE 

1. Open the NET2 software;
2. Select the relevant reader (in this example reader 2);
3. For the reader type select: Wiegand reader;
4. For the token data format select: Wiegand 26 bit.
5. Click on the APPLY button.
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DESKTOP READER OPERATING MODE 

1. In the Net Server Configuration Utility window click on the Wiegand tab;
2. For the Desktop reader operating mode select: Wiegand;
3. Click on the APPLY button.


