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8K 380 Audiokit with Codelock
8000 Series Flush & Surface Audiokits
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Part No. 8K-1/380/CL 8K-1S/380/CL
CONNECTION STANDARD 3+1 AUDIO
OUTDOOR STATION 8000 Series

Speaker unit 
module 1 x 8836M-1

Call Buttons 1
Door Opening Built-in Lock Relay
Call Electronic Call Tone

Codelock Unit 1 x 8800
Codes / Relays 2 / 2
Illumination Yes

Mounting box 1 x 8852 1 x 8882
Rainshield Frame 1 x 8872 N/A
Size 1 module
Mounting Flush Surface

TELEPHONE INTERFACE 1 x 380N
Call input Positive trigger (ac or dc)
Programming Program via DTMF telephone
Power 
Requirements 230Vac mains input

Mounting DIN bar or direct wall fixing
POWER SUPPLY UNIT 1 x 321

Input/Output/VA 230Vac / 12Vac / 15VA
Size 3 Modules A Type DIN Box (52.5x105x65mm)
Mounting DIN bar or direct wall fixing

8K-1/380/CL
8K-1S/380/CL

8K-1/380/CL/BL
8K-1S/380/CL/BL

Please note that black frames and surface boxes are also available for the above kits, add suffix 
/BL to the Audiokit part number e.g. 8K-1S/380/CL/BL.


