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Although every effort has been made to provide accurate information, there may be technical or print errors in this data sheet. Videx reserves the right to make changes, corrections and improvements to such information at any time and without prior notice.
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Desk Top Proximity Reader
USB Proximity Enrolment Reader for use with Portal Plus 
Access Control, MiAccess and GSM Intercom Systems
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Art. PROX-USB

Description
Desk top proximity enrolment reader with USB for use 

with multiple systems including Portal Pluss access 
control, MiAccess and GSM intercom systems

Power Input 5Vdc via USB from PC/laptop

Connection standard USB

Drivers Not required

Software 
Compatibility

Compatible with the following software:
PROS CS Portal Plus software, PROA MS and PROH MS 

MiAccess management software and the GSMSK PC 
software for multiple GSM systems

CSN Card Reading
(serial no.)

Mifare Classic, Mifare Desfire, EM 125kHz,
HID 125kHz, AWID 125kHz and NFC

Card Data read/write For Mifare Classic and Mifare Desfire fobs/cards

LED Indication Yes: card reading indication Halo LED

Compatible Fobs
& Cards

Portal Plus fobs/cards: PBX1E fob, PBX2 & PBX2C cards.
MiAccess fobs/cards: PBX-1E-MS50 (blue), PBXBK-1E-MS50 
(black), PBXG-1E-MS50 (green) & PBXR-1E-MS50 (red) fobs, 

PBX-2-MS50 & PBX-2-MS70 cards.
Videx EM fobs/card: 955/T (blue), 955/B (black), 955/G 
(green), 955/R (red) & 955/Y (yellow) fobs, 955/C card.

Enclosure Material Black ABS plastics
Mounting Surface desk top
Dimensions (mm) 51 (W) x 92 (L) x 27 (H)
Working Temp. +5° to +40°C


