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2815
Wiegand to RS485 Converter

The Art.2815 is a wiegand to RS485 converter, 
it allows the connection of 3rd party wiegand 
proximity readers and keypads to an RS485 
bus.

The converter is compatible with VIDEX’s 4G 
GSM intercom modules (excl. Art.150/4G) and 
VIDEX’s IP system devices (see example 1).

It can also be used to integrate an ANPR 
camera (via the wiegand connection) to the 
4G GSM system which can be managed by 
the GSM PC software, the GSM cloud with the 
“over the air” feature, or the GSM SMS Wizard 
mobile app (see example 2).

The converter has a single switched 0V 
auxiliary output AO that can be used to trigger Technical characteristics

Device type Wiegand to RS485 bus converter

Power supply 12Vdc +/-10%

Current 10mA (max.)

RS485 bus RS485 input/output terminals A and B

Inputs 12Vdc power input, PE (switched 0V, to 
activate AO)

Outputs Auxiliary output AO (switched 0V, 
100mA), wiegand terminals: LR, LG, 
D0 and D1, 12Vdc output to power 3rd 
party reader/keypad

Programming Via internal dip-switches: wiegand 
protocol & device (prox. or keypad) 
selection, device ID setup: ID.0 - ID.15, 
AO activation times (1 - 15 secs or 
0 latch mode), keypad access code 
length (any length or 4 - 8 digits)

Dimensions (mm) 66 (W) x 60 (H) x 22 (D)

Mounting Surface wall mount

a relay and can be activated either via the 
RS485 bus or via the switched 0V PE input.

It is also networkable with VIDEX’s RS485 
remote relay the Art.2813 and when set with 
the same device ID will operate the remote 
relay.

Programming is via the internal dip-switches to 
select the wiegand protocol and device type 
(proximity reader or keypad), device ID setup 
(ID.0 - ID.15), auxiliary output AO time (1 - 15 
secs or 0 for latch mode) and keypad access 
code length (any length or fixed 4-8 digits).



Although every effort has been made to provide accurate information, there may be technical or print errors in this data sheet. Videx reserves the right to make changes, corrections and improvements to such information at any time and without prior notice.

D
S-

28
15

-E
N

U
K-

V2
-0

- 
12

/1
2/

24

www.videxuk.com

Main UK Office
1 Osprey, Trinity Park, Trinity Way,
London, E4 8TD
tel: 0370 300 1240 

VIDEX SECURITY LTD.
Northern UK Office
Unit 4-7 Chillingham Ind. Estate, Chapman Street,
Newcastle Upon Tyne, NE6 2XX
tel: 0370 300 1240
sales@videxuk.com

RS485

WIEGAND

2815

4G GSM
INTERCOM

RS485

WIEGAND

2815

IP VIDEO
INTERCOM

3RD PARTY WIEGAND 
PROXIMITY READER

3RD PARTY
WIEGAND KEYPAD

Example 1

Example 2

Main features
•	 RS485 bus connectivity.
•	 Connect 3rd party wiegand 

proximity readers and keypads.
•	ANPR camera integration with 

VIDEX’s 4G GSM system.
•	 Switched 0V auxiliary output AO.
•	 Switched 0V PE input to activate 

AO.
•	 Programmable AO activation time 

with latch mode.
•	 Connection to VIDEX’s 4G GSM 

intercom modules and IP system 
devices via RS485.


