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3+1
AUDIO

(Aluminium finish shown)

8K Two Entrance Audiokit
8000 Series Flush & Surface Audiokits

AUDIOKITS • 8000 SERIES 
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Please note that black frames and surface boxes are also available for the above kits, add suffix 
/BL to the Audiokit part number e.g. 8K12E/BL.

Part No. 8K12E 8K1S2E
CONNECTION STANDARD 3+1 AUDIO
OUTDOOR STATION 8000 Series

Speaker unit 
module 2 x 8837M-1

Call Buttons 1 (per module)
Door Opening Built-in Lock Relay
Call Electronic Call Tone

Mounting box 2 x 8851 2 x 8881
Rainshield Frame 2 x 8871 N/A
Size 1 module
Mounting Flush Surface

INDOOR STATION 1 x 3011
Series 3000 Series Smart Range
Call Electronic Call Tone
Buttons 1: Door open
Controls Call tone volume (3 Levels)
Mounting Surface

SWITCHING UNIT 1 x 502N

Connections

13Vac power input; A1/A2: door A; B1/B2: door B; 1/2/5: common 
audiophone connections; 1A/2A/5A: door A common connections;

1B/2B/5B: door B common connections; LA: LED output for door B busy 
signal; LB: LED output for door A busy signal; R: busy signal output

Size 8 Modules A Type DIN Box (140x65x105mm)
Mounting DIN bar or direct wall fixing

POWER SUPPLY UNIT 1 x 520M
Input/Output 230Vac / 13Vac (1.6A), 8Vdc,+12Vdc (315mA)
Size 8 Modules A Type DIN Box (140x65x105mm)
Mounting DIN bar or direct wall fixing
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