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8000 Series Rainshields (for Flush Back Boxes and Front Support Frames)
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AUDIO & VIDEO SYSTEM • 8000 SERIES

Art. 8871 or 8871/BL 8872 or 8872/BL 8873 or 8873/BL

Description 8000 Series Rainshields for flush back boxes and front support frames

Housed Module Size 1 module 2 module 3 module

Finish & Materials Rainshield: Aluminium or Black (suffix /BL)
Inner support: Black surround frame

Rainshield Size (mm) Outer dimensions: 140 (W) x 169 (L)
Shroud depth: 35 (T) x 22 (B)

Outer dimensions: 140 (W) x 289 (L)
Shroud depth: 35 (T) x 22 (B)

Outer dimensions: 140 (W) x 409 (L)
Shroud depth: 35 (T) x 22 (B)

Flush Back Box
Requirement 8851 8852 8853

System Compatibility Compatible with the following range of audio and video 8000 series 
flush back boxes and front support frames: 8851, 8852 and 8853.

Notes Complete with frame (inner support) to be mounted between the 8000 series front support frame and flush back 
boxes. To protect against rain and to cover cut outs in the wall. Projection 35mm (max.).
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Although every effort has been made to provide accurate information, there may be technical or print errors in this data sheet. Videx reserves the right to make changes, corrections and improvements to such information at any time and without prior notice.
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8000 Series Rainshields (for Flush Back Boxes and Front Support Frames)

Art. 8874 or 8874/BL 8876 or 8876/BL 8879 or 8879/BL

Description 8000 Series Rainshields for flush back boxes and front support frames

Housed Module Size 4 module 6 module 9 module

Finish & Materials Rainshield: Aluminium or Black (suffix /BL)
Inner support: Black surround frame

Rainshield Size (mm) Outer dimensions: 256 (W) x 289 (L)
Shroud depth: 35 (T) x 22 (B)

Outer dimensions: 256 (W) x 409 (L)
Shroud depth: 35 (T) x 22 (B)

Outer dimensions: 372 (W) x 409 (L)
Shroud depth: 35 (T) x 22 (B)

Flush Back Box
Requirement 2x 8852 2x 8853 3x 8853

System Compatibility Compatible with the following range of audio and video 8000 series 
flush back boxes and front support frames: 8852 and 8853.

Notes Complete with frame (inner support) to be mounted between the 8000 series front support frame and flush back 
boxes. To protect against rain and to cover cut outs in the wall. Projection 35mm (max.).


