
3000 AUDIO

3 level call tone switch

3+1 AUDIO 4+1 AUDIO

The 3011 smart series audiophone is a 
surface mount 1 button intercom phone 
for use on traditional ‶3+1″ and ‶4+1″ 
audio systems. Manufactured from 
shockproof ABS plastics in a white finish.

3011
3000 Smart Series audiophone for 
‶3+1″ and ‶4+1″ audio systems

Intercom audiophone
A 3000 smart series intercom 
audiophone with electronic 
call tone.

Lock release button
One push button for door open 
lock release.

Call tone switch
3 level call tone volume switch 
(low, medium and high).
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3000 Smart Series audiophone for traditional ‶3+1″ 
and ‶4+1″ audio systems

•	Door open/lock release button.

•	Electronic call tone.

•	3 level call tone volume adjustment: low, medium and high.

•	Surface wall mounted.

•	Manufactured from shockproof ABS plastics, white finish.

Technical characteristics
Series 3000 smart series half base audiophone.
System compatiblity Can be used on ‶3+1″ and ‶4+1″ audio 

systems including the audiokits: 4K 
series, 8K series, VR4K series and 
VR120DK series. Can also be used on 
traditional ‶4+1″ audio & video systems.

Call type Electronic call tone.
Number of buttons and 
function

1: door open/lock release button.

Privacy/mute facility N/A.
LEDs N/A.
Adjustments 3 level call tone volume switch: low, 

medium and high.
Connection 5 wires total: 4 common wires (transmit 

speech, receive speech, GND & lock 
release) + 1 call wire (call tone).

Working temperature -10°/+50°C.
Mounting Surface directly to the wall.
Material & finishes White ABS shockproof plastics.
Dimensions (mm) 75 (W) x 218 (L) x 55 (D).

55 75

218

Measurements in mm


